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IN DOUBLE-ROW RADIAL AIR-GOOLED ENGINES
III - COMPARISON OF COOLING CHARACTERISTICS OF
FLIGHT AND TEST-STAND ENGINES

By H. Jack White, Calvin C. Blackman, and Marcel Dandols

SIMMARY

The cooling characteristics of 14-cylinder double-row
radial air-cooled engines have been campared in a test stand and
in flight. The three types of RACA cooling tests were made for
both engines: varilable charge-alr flow, varlable coollng-air
pressure drop, and variable fuel=-alr ratlo. Test-ptand.runs were
made at ground~level atmospheric conditions; flight tests were
conducted in a four-engine airplene in a single flight at a pres-
sure altitude of 7000 feet. All tests were made &t 'en engine speed
of approximately 2230 rmm, in low blower ratio, and with nommnl
spark advance for these engines (25° B.T.C.). -

For the same operating conditions, the test-stand engine .
was found to run consistently cooler than the flight engine.
Estimates of temperature-limited engine performance, based on
cooling~-alr pressure drops-experlenced with the airplane, Indi-
cate that both engines may be expected to satisfy the tempera-
ture limits specified by the englne manufacturer for the rear-
spark-plug.gasket at various power ratings. Based both on sim=
i1lar estimates and on actual temperatures obtalned in flight
during conventional operation of the test engine, a maximum rear
middle-barrel temperature of 350° F, which corresponds approx-
imately to the manufacturer's maximum cylinder rear-hold-down-
flenge temperature of 335° F, willl probably be exceeded by elther
englne at take-off power, At lower power levels thls temperature

.
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1imit will probably be exceeded by the flight englne iﬁ all conditions
and may be exceeded by the test-stand engine at some conditioms.

INTRODUCTION

At the request of the Army Alr Forces, Alr Technical Service
Command, an investigation 1s being conducted at the Cleveland labo-
ratory of the NACA to evaluate triptane in relation to other high-
antiknock fuel components as & blending agent for aviation fuels.
This paper is the third in a serles of reports that present fuel-
knock and engine-cooling date with double-row radilel alr-cooled
multicylinder engines. Thils investigation conducted during the
summer of 1944, Includes tests with engine installations in a test
stand and in flight

In order that fuel knock limits could be compared with the
cooling 1imits of the double-row radial air-cooled engine, &s
installed 1n the airplane, the cooling characterlstics were studled
and are renorted in part I (reference 1). A preasentation of all the
knock data for 28-R fuel, a blend of triptane and 28-R, and a blend
of xylidines and 28-R obtained with the engine in flight as well as
e compaerison of fuel knock limits with engine -cooling limite for
the f1light installation are gilven in part II (reference 2). A
comparison of the knock-limited performance of the flight and the
test-gtand engines, with a grade 91/96 fuel has bean reported in
preliminary form. .

With a view toward meking a falrly comprehensive comparison
of the cooling characteristics of the two engine installatlons,
similar cooling-correlation runs were made wlth both. = Because both
englines were equlpped wlth the same lnstrumentation, Insofar as
locetion and methods of measurement of engine temperatures and
cooling-alr pressures were concerned, an excéllent opportunity was
afforded to correlate directly the cooling characteristics of flight
and test-stand installations. The present report, part IIT in the
series, presents a comparison of the two installations based on the
method of correlating cooling charecteristics developed in reference 3.

The development end analysis of the flight coollng data
presented in this report follow the same procedure and are based
on the same test runs used in the flight cooling correlation of .
reference 1. However, the two correlations differ in the following
respects. The Installation of the rear-spark-plug-boss thermo-
couples, upon which. the analysis presented herein is tased, and the
arrangement of cooling-air pressure tubes differ from those of
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part I. These deviations from "standard" procedure were made in
order that the cooling of the flight and test-stand engines could be
compared using-ldentical instrumentation. In order to show the
fundemental reletion between fuel-air ratio and mean effective gas
temperature T, , a large number of data from teat runs covering

a wide range of englne conditions, both for the flight and teat-
stand installations, are presented herein. In reference 1l oply a
limited number of runs with variable fuel-alr ratio were shown that
were taken at the time the flight cooling-correlation data were
obtalned.

EQUIPMENT AND INSTRUMENTATION

The flight engine (R-1830-90C) was mounted in the left inboard
nacelle of a B-24D airplaune. A view of thils engine with propeller
and cowling removed ls shown In figure 1. The same model test-stand
engline was installed In & test cell equipped to provide ground-
level external-cooling and exhaust-pressure condltions; power wes
absorbed by a three-blede propeller (diam., 10 £t 6 in.). The
teat-stand englne was equlpped wlth a cowling from e C-47A airplane.

All cylinder and inductlon-system thermocouples and tooling-
alr pressure tubes were instal}ed in as nearly as posslble the same
positions for both englnes. The installation of the rear-spark-plug-
boss thermeocouples used in thils comparison was one that conformed to
atandard NACA coollug nractice prior to March 1944, A thermocouple
was lnserted 1/8 Inch into the head metal of the rear-spark-plug
boss at the @ix o'clock position with respect to the spark-plug hole
of all cylinders. The holes into which these thermocoupleas were
peened were centered approximately 3/8 inch redially out from the
edge of the threaded hole in the spark-plug bushing. Rear middle-
barrel thermocouples (for all cylinders) were spot-welded to the
oylinder outer surface between the sixth end seventh fins, counting
from the uppermost barrel fin. The thermocouple locations on the
cylinder are shown in figure 2. The rear middle-barrel thermo-
couple 1s designated Tg; the rear-spark-plug-boss thermocouple,

Ty ;)anthha rear-spark-plug-gasket thermocouple (flight engine
On ] 121

Cooling-air pressure tubes were ingtalled according to stand-
ard NACA practice and were located as shown in flgure 2. Each front-
row oylinder head was provided with two -total-pressure tubes and
each front-row cylinder barrel wes providad with a single total-
pressure tube. One statlic-pressure tube was installed for each
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rear-row cylinder head and each rear-row cylinder barrel. Although
the flight euglne was equipped with a larger complement of tubes than
the test-stand engine, calculatlions for thls report were based on
the reduced number that corresponded to those 1lnstalled on the teat-
stand engine. Data on cooling-air pressure drop wero calculated
from averaged total preasures measursd at the front-row cylinders

and averaged static pres3urces measurad at the rear-row cylinders,

Reaedings of individual cylinder-head pressure tubes around
the englne, both statlc and total, were averaged to obtain values
of average cylinder-head pressure drop. Simllarly, readings of
individual cylinder-barreol pressure tubes around the englne woere
averaged to obtaln avcrage cylindor-barrel pressure drop. All
reported values of cooling-alr pressure drop were measured across
the entlire engine and are therefore the total drop across both
the front and the rear rows cf cylinders. Values of O{ratio of
cooling-air stagnation density at face of englne to NACA standard
density at sea levol) were computed from the total air pressure
at the face of the engine and the stagnation-alr temperature. The
ptagnation-alr temperature was obtained from the measured free-alr
temperature plus a computed adiabatic temperature rise due to
campression at the face of the engine.

Carburetor-alir temporatures were msasured for both englnes
by thermocouples attached to the carburetor screen and were read
from a potentliometer. Fuel-alr ratlos were determined by lnde-
pendent measurements of fuel flow and alr flow for both englines.
In flight, alr flows were calculated from an alr-box callbration
of the carburetor and sultable correction curves based on ground
élr-flow tests with the carburetor installed In the alrplans.
Test -3tand alr-flow meesurements were obtalned from a 6-inch,
Bquarae-edge orifice in the charge-alr duct. Fuel flows for both
installations were obtalned from rotameters. Addltlonal checks on
fuel flow in flight were obtained by means of a deflecting-vane-
type flowmetor and a thermal flowmeter developed by the NACA.

PROCEDURE

Test-stand cooling runs were made at ground-level atmospheric
conditions; flight tests were conducted during a single flight at
at a pressure altitude of 7000 feet. The gemoral procedure for
establishing multlcylinder-engine coollng characterlstics by the
NACA method of correlation (developed in reference 3) was followed.

The followlng 1s the correlation equation, which expresses
the effect of charge-alr flow and cooling-air oAp upon the

engine temperature level. (A camplete dsrivation for this equation
is given in reference 3.) '
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(1)
All the following quantities are msasured directly except T _,

vhich is estimated from previous cooling experience. €

T average engine temperature, elther heads or barrels, OF

T, ocooling-alr stagnation temperature, °F

T mean effectiyve gas temperature, either heads or barrels, °OF

M, engine charge-air weight flow, pounds per hour

Ap average cooling-alr pressure drop, inches of water

(o] ratio of cooling-air stagnation density at face of engine to
NACA standard density at sea level

The followling quantities must be evaluated dy the cooling
runs:

n exponent through which MS affects engine temperatures
m exponent through which OAp affects englne temperatures

an experimentally determined conataht for a particular engine
and installation

Three basic types of run are necessary to establish completely
the cooling relations: wvarieble charge-alr flow, varlable cooling-
alr pressure drop, and variable fuel-air ratlo. All runs in which
the cooling correlations were established were made at an englne
speed of approximately 2230 rpm In low blower ratio with a spark
advance of 25° B.T.C. Englne-temperature date for additional runs

_wlth variable fuel-air ratlio at other engine speeds and both blower
ratios are presented. Table I lists ranges of the primary varilables
for the two engines. -

METHOD OF CALCULATION
The treatment of data followed, in general, the method set
forth in reference 3 and applied in references 4 end 5. Im such

analyses, the following terms, additional to those Just listed,
are customarily employad;
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T average cylinder-head temperaturs, CF
Tsh mean effective gas temperature for cylinder heads,®F

TSOh mean effective gas temperature for cylinder heads of
reference carburetor-air temperature of 0° F

ATg ckange In mean effective gas temperature for cylinder keads
On corresponding th variation in induction-system temper-
atures (hased on carburetor-air temperature of 0° F)

c factor that accounts for effects of blower-gear ratio,
impeller dlameter, and thermodynamic process upon charge-
alr temporature rise through supercharger, (see refer-
ences 4 and 5)

Ty carburetor-alr temperature, OF
K engine speed, rpm
. Th - Tg -
Calculations of the quantity . O end & similar term
gn = Th

for cylinder barrels were bLased on an assumed mean effective gas
temrerature for a piven fuel-alr ratiov. This value for a
carburector-alr temperature of 80C F has been customarily assumed
to be 1150° ¥ for cylinder heads and ROOY F for cylinder barrels
at a fuel-eir ratio of 7.08. (See reference 4.)

During 1944 most NACA cocling-correlation work was done using
the parameter TEO {reforence carburetor-air temperature of C° F)

instead of. Teao (carburetor-air temperuture, 80° F). When this
procedure 1s followed, the assumed value cf TGO for cylindexr

Leads becomes 1086° F and for cylindeér barrels, 53€° F at & fuel-
alr ratio of 0.08. The equation

IR AP
ATSO = [I'c +-O \m)] i (2)

expreseses the change in the mean effective gas temperature caused
by variaticn in induction-system temperatures., The values of the
emplrlical factor f was 0.8 for heads and O.B(Tgb{Tgh , or 3,42,

for barrels, the development of equation (2) 1s given in refer-
ence 4. Because of the unavoldable varletion in fuel-alr ratlo
experienced with the flight engine while making certain of the basic

correlation runs, 1t was neceasary to adjust the assumed value of Tgo
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'for devintion from a fuel-air ratio of 0.08. This correction made
use of a portian of a typical Tgo curve established in test-stand
work. T ' " .

- A typical calculation of the quantity EEL--1EE follows The
€n
data ocorrespond to the highest-power flight.run in which charge-alr
flow was the variable. ,

Charge-air flow Mg, pounds per hour/lOOO R Y - (0
Fuel flow, pounds per hour's « ¢ _« « o o «'o ¢« o ¢« s s« » = & » 635
Stagnation-alir temperature T,, ° .. .... e s s o o o o s o 4
Carburetor-air temperature T, s £

L] L] L] L) L L] 411

Averege rear-sparr-plug-boss temperature Tp Op
Average rear middle-barrel temperature 6F “ s e s e.0 o 343
hsinespeed N,rpm ®* ® o @ o & o 8 s e @« 8 » 8 s @ -.0-2250

The fuel-alr ratio obtained from the values of fuel and alr flow is
then

835
7230
From a portion of a typiocal T

80y

= 1033° 7

= 0.0878
curve passelng thrcugh 1086° F at

& fuel-air retio of 0.08,
Tgoh

By substitution in equation (2)

T, ° [75 + 19, 5(?_%)"0.80

ATgoh - 138° F

By definition
. . o
=T + AT a2 1033 + 138 = 1171 F
Ts_h "Eoy 8o
Therefore

Th Ta 411 .- 54
-TSh Tp 1171 - 411

A similar calculation 1s made for cylinder barrels using the
value for average rear middle-barrel temperature (343° F), a portion
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of a typloal Tgo curve for barrels obtained from test-stand data,

and a factor of 0.42 1n place of 0.80 for the calculation of ATSO
for barrels.

The data for nine varlable charge-alr flow runs in flight,
eight variasble charge-air flow runs in the test stand, ten var-
lable cooling-alr OAp runs In flight,. and'five variable cooling-
alr OAp runs in the test stand wers oomputed and are plotted as
construction curves in figures 3 and 4, (Magnitude and renge of
the test wvariables are shown in table I for both-engines.)

RESULTS AND DISCUSSION
Development of Cooling-Correlation Curves
The exponent n (equation (1)) through which charge-air

flow Mg affects the functions Th-Ta and B -Ta g oval-

T, -Tyh Tgb - T,
uated from the slopes 1n the logarithmic construction plots of
figure 3. The effect of charge-air flow upon these functions and,
consequently, upon englne temperature level is seen. to be greater
for the flight engine than for the test-stend englne. This
apparent difference in exponents for Mg between the two engines
mey be due in part to the fact that, for the flight engine, exhaust
‘pressure increased to some extent as the engine manifold pressure
was ralsed owlng to use of the turbosupercharger. The exponent m
Th - Ta a_-nd Tb - Ta
Tgh - Ty 'I‘gb - Ty
obtalned from figure 4. The effect of OAp upon the engine tem-
perature level 1ls greater for the flight engine than for the test-
stand engine, for both heads and barrels; this difference may be

partly attributed to the difference in design of the cowlings for
the two engines.

through which cooling-alr OAp affects is

From the experimentally determined exponents (slopes) of the
construction plots in figures 3 and 4, correlation curves of the
type shown in figure 5 may be drawn. If equation (1) 1s rearranged
to permit plotting a logarithmic correlation curve having, for
convenlence, the same numerical slope &s In figure 4,

Fo m

poo dei'/nj
. a':lK L2
Te - T . od4p

g
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vhere m, the final exponent, is the slope of the correlation
- ourve. ‘The values ‘of the combination expoment n/m used in
plotting the final cooling-correlation curves (fig. S) were as
follows: : . .

Heads Barrels
Test stand 1.88 1.52
Flight ., 1.6 1.71

Before the correlation curves could be plotted in final form,
several series of preliminary plots of these lines had to-be made
to0 correct the i1nitlal construction lines to compensate for the
unavoidable variation in cooling-sir oAp and engine charge-air
flow. These variables, ideally, should have remained constant over
a given set of runs but, owing to conditioms difficult to control,
were allowed to change somewhat. Threo serlies of correctlons were
made to both the construction plots end the correlation lines before
the error due to these varlations was reduced to a negliglble
quantity. :

The correlation lines 1ln final form are presented in figure 5
for the test stend and for flight. The two sets of lines are shown
on dlfferent areas of the grld ilnasmuch as the variation in expo-
nents between flight and test stand may cause a difference in the
position of the lines on a single grid, the interpretation of which
can be misleading upon casual lnspection. Any comparstive analysis
of the cooling characteristics of these englnes must be arrived at
elther by subatituting speclific values of My, OAp, and the expo-
nent n/m into the abscissas of the two plots (figs. 5(a) or (b))

. - T -

in order to determine the funotlons EE;———ﬁ— and EE———EE— or by
Tgh - Th-. Tgb - Ty

algebraically solving the appropriate correlation eguations that

express the cooling characteristics of the two emgines., These

equations, defining the lines in flgure 5, are as follows:

For heads:
- 18 -292 r'Meo.549 ]
(Test stend) -B——8_ - 0.300 = 0,300 [—————r

Tgh - Ty oAp ‘(mp)o.zsz
: A .513 . . .7
. 1.9 [ 0.612
(Flight) Eh-:-—T-‘L= 0+ 310{ — = 0.310 = '
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For barrels: )
0.391 -

1.52 0.59¢ ]
T, - T
(Test stand) Eb-——i- - 0.823(46 ) = 0.823 4“—-9-—3—3@-
A oAp | (s8p)" """
Tb-- o 1,720-4%° _Nb°'755 T
(Flight) b~ 8 0_797<?é j) = 0.797|———p—ris

An altermate method of plotting the correlation curves for the
two engines affords a somewhat more direct comparison of the cooling
characteristics, If a mean value of the exponent n/m is used for
plotting correlation curves of both englnes instead of the indi-
vidual values for test stand and flight used in figure 5, the
slopes and the position of these curves will be altered to some
extent. Thls presentation, as shown in figure 6, permlits a com-
parison of the cooling characteristlics of the two engines to be s
mede in the same area of a single graph. In figure 6 the two curves
for heads are plotted against the sams abscissa (horizontal scale)
instead of agalnst different scales, as was done, in effect, in
figure 5; the same 1s true of the curves for barrels. The possible
srror in results obtained when temperatures are predicted using the
cooling equations with averaged exponents (fig. 6), as compared
with individual exponents (fig. 5), was generally found to 1lie
within the experimental error of the original data. However, use
of the indlvidual equations or curves will result in a higher degres
of acocuracy than 1s avallable using the averagsi values.

Effect of Fuel-Alr Ratio on Mean Effective Gas Temperaturs T80

Figure 7 shows. the effect of fuel-alr ratlo upon the mean
effective gas temperature T for both the test-stand and the

flight engines, These curves facilitate the prediction of cooling
characteristics for a wide range in mixture strength. In fig-

ure 7(a) are shown a large number of data, which serve to illus-
trate several features: (a) These data establish the shape of the
curve of Tgo agalnst fuel-air retio for these engines; (b) they

demonstrate that, for the rather wide range of conditions covered
by the test data for the two engines, both englne installations
exhibit the seme T curve and both show about the same bend of

scatter in the data; and (c), and of perhaps the greatest signif-
icance, these data demonstrate the suocessful reduction end corre-
lation of a large volume of unrelated end widely varled data from
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both engines. These data 1nclude teata under knocking and non-
knocking -conditions; data for 28-R, grade 91/96, and two high-
performance fuels; and tests at several englne speeds, &t both
blower ratios, and with a number of carburetor-alr temperaturea:
The faired curves in figure 7(b} were drawn as nearly as possible
through the average of the test data while 1nterseoting the ini-’
tially assumed temperatures of 1086° and 536° F at a fuel-air
ratio of 0,08,

Temperature Conversilans

Graphs of maxlmum cylinder-head temperature agalnst average
(of 14 cylinders) are shown in figure 8(a) aud (b) for the test-
stand and flight engines, respectively. BSimilar relations for
barrels are shown in figure 9(a) and (bd). This information is
necessary in order to apply cooling-correlation relations to a
specific engine. Thus, 1f a calculation.is to be based on scme
limiting englne temperature, that value wlll be considered as the
meximum (of 14 cylinders) and must be converted to an average
englne temperature to permit using the correletion plots and
equatlons that are based on average temperatures. It wlll be noted
in figure 8 that maximum head temperatures, both for test stand and
for flight, tend to deviate farther from the average with increasing
temperature; the flight engine shows, in general, the greater devi-
ation. Maximum barrel temperatures, however, show more nearly a
constant difference from the .average throughout the temperature
range than that for heads (fig. 9); thie difference 1s greater for
the flight englne.

Figures 10 and 1l are included as a further source of pertinent
information to show the relations of maximum and average rear-spark-
plug-gasket temperatures to average rear-spark-plug-boss temperatures
treated in this cooling correlation. Although the manufacturer's
speclifled temperature limits are based on a maximum rear-gpark-plug-
gasket temperature, a conversion may be made from these graphs
first to average rear-spark-plug-gasket temperature (fig. 10) and
then to average rear-spark-plug-boss temperature (fig. 11). These
data for comparing the two types of thermocouple were obtalned from
the flight engine.

Results of Comparative Calculations

Based on the coollng equations previously listed for the
individual engines, calculations were made to compare the cooling
characteristicas of the two engines. Four specified engine-power
conditions were selected for these compariscns: take-off power,
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100 percent normal-rated power, &4 percent cruise power ' (maximum
cruise), and 41 percent crulse power (minimum brake specific fuel. ..
consumption). TFor each of these conditions, three types of com- °
parison were made; the fesults_are presented In table II. In -
comparison A, for assumed equal charge-alr flow (equal power) and
cooling-alr gAp, temperature comparisons between engines were
computed for both heeds and barrels. In comparison B, for assumed .
equal charge-alr flow and engine temperatures, OAp comparlsons
between englnes were calculated. In comparison C, for assumed
equal engine temperatures and o Ap, engine charge-air flow (power)
coamparisons were computed. Values of cooling-limited brake horse-
power were based on & simple correction of the nominal brake horse-
power for difference in temperature-limited air flow.’ ’

Values of charge-air flow used In comparisons A end B were
determined from the specific operating instructions (reference 6)
and from estimated specific alr-flow relaticns. Values of coollng
elr oblp used In comparisons A and C were estimated from average
values obtalned in flight. Limiting cylinder-head temperatures in
camparisons B and C were calculated and corrected from the manufac-
turer's maximum specified head (rear-spark-plug-gesket) temperatures
(reference 6) by means of the conversion curves prosvntcd in figures 10
and 11 for the flight engine. Limiting rear middle-berrel temperatures
were besed on an Arbitrary maximum valus cf 350° F, which corresponds
roughly to the manufacturer's specified temperature limit- of 335° P
at the rear hold-down flange of the cylinder (reference 6), A releticn’
between averago {of }4 cylinderg) velues for tkesc two temperatures is
shown in figure 12 for the test-stand engine.

Table II llsts all assumed conditlons, parameters, and results
for the camparative calculations. Under all power conditions and
for each of the three types of comparison made, the flight engine
(both heads and barrels) is seen to be the more critical with reapect
to cooling than the test-stand engine., This effect 1s apparent
from the temperature difference (comparison A), the cooling-air oAp
difference (comparison B), and the temperature-limited air flow
(and power) difference (comparison C). It is obvious, from the
unreasonable results obtalned in parts B and C for the assumed
cylinder-barrel temporature limit, that a maximum barrel tomperature
of 3500 I will be exceeded in flight, especilally at the higher
powers. This conclusion is substantiated by actual temperaturss
observed on the flight test engine during conventional operations,
such as take-off, climb, and landing agproach when meximum rear
middle-barrel temperatures between 390° and 42C° F were frequently
observed. (See reference 2.) This temperature would also be
exceeded by the test-stand engine at take-off conditions.’ '
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A graphlcsl ;.osentation of the temperature data in table II,
comparison A, 1s.glven-in figure 13, Only maximum values of pre-.
dloted Lead and barrel temperatures are sghown in this greph.. One
edZitional set of data not presemted in table II is plotted in
Figure 13 -~ predicted values of maximm rear-spark-plug-gasket
temperature for the flight engine. These date were obtalned from.
the cooling-ocorrelation.predictions (average rear-spark-plug-boss
temperature) in combination with the .temperature conversions
given in figures ]0 and 11. ‘From figure 13, head-temperature
limits appear to be satisfactorlily met by both engines at cruising
and normal-rated power conditions. For take-off power the head-
temperature limit 1s almost exceeded by the fllght engine, bdut &
conslderable margin exists for the test-stand engine.

If the predicted maximun reer-spark-plug-gesket and rear
middle-barrel temperatures for the flight engine in figure 13 are
compared wlth the values predicted in table I of reference 1 for
simllar engline conditions, some difference in reenlts will be
noted, particularly for the ocrulsing powers. This variation 1s
mainly attributable to the difference in the curves of Tgo againat

fuel-alr ratio. The predicted temperatures 1n the present report
are belleved to be the-more accurate because the. Tgb curve used

berein (fig. 7) represents the av%raged results of a much larger
_amount of test data then.that used in reference 1.

SUMMARY OF RESULTS

The following results and cooling predictions are based on
cooling tests conducted with two l4-cylinder double~-row radial
air-cooled englnes, equipped as nearly as possible with the same
ingtrumentatlion, one in a test stand end one in flight. These
tests were made for both engines at an engine speed of approximately
2230 rpm, at low blower ratio, and with a spark advance of 25° B.T.C.

1. For the same operating and cooling conditions with both
engines the test-stand engine was found, under ull conditions, to
run cooler than the flight engine (both oylinder heads and barrels).

2, The effect both of charge-air flow and of cooling-alr preas-
sure drop upon the heat-transfer processes for cylinder heads and

barrels wvas somewhat greater for the flight engine than for the
test-stand engine.

3. The reduction and correlation of & comsidersble amount of
test data at widely varied engine conditions indicates that, within

the scatter of the values for meen effective gas temperature T8 ’
o]
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the cooling cheracteristics of both engines are mfluenoed by the
samo relatlon between Tgo nnd fuel-alr ratilo. .

4. Estimates of temperature-limlted englne performance, based
on cooling-alr pressure drops experienced with the alrplane, Indi-
eate thot a maximum rear middle-barrel temperature of 350° F, which
corresponds approximately to the manufacturer's specified temperature
1imit of 335° F at the rear hold-down flange of the cylinder, will
be considerably exceeded by both engines at take-off powsr. At
lower power levels, 1t appears that thils temperature limitetion will
be exceeded by the flight englne at all the tonditlions investigated
and may be exceeded by the test-stend englne at some conditions.

5. Both englnes may be expected to satisfy temperature limits
speclified by the engine manufacturer for the rear spark-plug gasket
at varlous rated-power conditlions.

Alrcraft Engine Research lLaboratory,
Natlonal Advlisory Committee for Aeronautics,
Cleveland, Ohio, February 23, 1945.
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TABLE I
RANGES OF PRIMARY VARIABLES IN COOLING-CORRELATION RUNS
.1Total number| _
Variablo of ‘runs Range of variation
Test |Flight " Test Flight
gtand gtand
Charge-air flow, 1b/nr 8 9 3000-6000 | 3610-7230
Menifold pressure, in. Hg abs, 23-40 25-48
Cooling-air JAp, in. Hp0:
Barrels ) 10 11.1-23.5 4.2-15.4
Heads 11.5-24.7 4.8-17.2
Fuel-air ratio 112 74 10.053-0.110 0.054-0.11%
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TANE II - OOOLING OOMPARIBONS OF DOUBLE-RON BMADIAL AIR-0OOLED ENGINES
IN A TRST OBAND AND IN FIIONT
(a) Specified Operating Conditions and Parmmetera for Comparative Oaloulabions
Specified r 100 percent |64 percent|4l psrcent
a tion—» | Take-off|normal (max, ocruise
Varisble { rated oruise
Specified nowmi operati oonditions

Bngine speed, rpm 2700 2580 2260 1500
Manifold pressure, in. Hg absolute 48 41 28 30.3
Brake horsepower 1200 1100 700 460
Mixture-control setting Auto-rich| Auto-rich |Auto-lean |Auto-lean
Neximum rear-spark-plug-gaskot .

temperature, °F 500 - 450 450 430

Parameters for cqmparative calculations
I Eatimated charge-air flow, lb/hr 8800 8700 3900 3100
II P/A from carburetor 007 096 .0856 .089
III Cooling-air oApl, heads, in. HgO 8.3 1.3 8.7 4.6
IV Cooling-air oAP", barrels, in, H,0 7.0 10.0 B.4 3.4
Y  Average resr-spark-plug-boss 494 444 “e 444
tﬁ’“‘ltm"s-

lgltl.llb.d values corrssponding to respective flight oconditions for engines

installed in

and normsl-rated power, closed for orulsing.

2
Values corresponding to nominal maximm rear-spark-plug-gssket temperature listed
under specified operating conditions.

uirplane; cowl flaps ona~third to one-fourth open for take-off

(b) Comparative Calculations for Temperature, Cooling-Air oAp, and Charge-Air Flow and Power

[coqpnrhom based on following assuned air condi

cooling-sir and carbunetor-air temperatures, 100" F,

level g; all ot

r oonditions:

8! ons — take-off:
F

ground
cooling-air and carburetor-air
temperatures, 60° F; o, approx. that Tor TOOO-ft denzity altlitude

d

Powar condition and Take-off 100 porcent |64 percent 41 percent
engine —» norma ated -(ux orulse]| cruise
Variable ‘ Test Flight| Test ight|Teszt |Flight | Teset |Plight
tand atand stand stand
Comparison A (t rature )
Averags boas temperature, °F 462 4«92 | 37e 400 | 378 398 362 379
{assume I, II, and III)
Naximm boss tempersture, °F 503 838 | 40€ 438 | 406 431 390 411
Average barrsl temperstura, °F 564 408 | 321 340 | 331 340 328 336
(assume I, II, and IV)
Maxime barrel temperature, °F 415 4152 346 384 387 384 351 380
Comparison B {(cooling-air gAp)
Average head G'Lp.ﬁin. HgO 5.8 8.4 4.4 6.5 8.7 3.7 1.5 2.0
{asoume I, II, and V)
Average barrsl oAp, in. Hy0 Q4.4 | 47.4 | 9.5 | 18.3 | 5.7 9.6 3.5 5.6
(assume I, I1, and 350° F naxirmm
barrel temperature)
Comparison C (chn;gc:lir flow and power)
(a) Charge-air flow (head-tempersturs 10,600{ 8400 |11,150] B90OO |6400 | 5300 5700 4700
1iit), lb/hr (assume II, III, and V)
(b) Charge-uir flow (barrel-termperature 370(1 2760 | 6900 4700 |3800 |2800 3060 2310
1imit), lb/bhr (assume II, III, 350° F)
Brake horsepowsr, esiimuted from (a) 1800{ 1190 | 18e0| 1460 1150 | ®50 830] 680
Breke horsepower, ectimated from (b) 58 390 | 1130} 770 | 870 | 500 440| 340
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Figure 1. - Double-row radial alr-cooled engine installed in four-engine airplans. Propeller, cowling, kmock pickups, and
' . ' leads removed.
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Figure 2. - Typical installation of total-pressure tubes H, static-pressure
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Figure S. - Cooling-correlation curves for double-row radial air-cooled
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Figure 6. -~ Cooling-correlation curves for double-row radial air-cooled
engines in test stand and in flight. RExponents n/m are averaged from
individual values for each engine. ZEngine speed, 2230 rpm; spark
advance, 25° B.T.C.; low blower ratio.
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Figure 7. - Variation of mean effective gas temperature '1'80 with

fuel-air ratio for double-row radial air-cooled engines in a test
stand and in flight. Engine speed, 1800 to 2300 rpm; spark advance,
252 B.T.C.; high and low blower ratio; carburetor-air temperature,
80° to 150° ¥; data for four fuels under knocking and nonknocking
conditions.
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Figure 8. - Variation of maximmw with average rear-spark-plug-boss
termperature for double-row ra.dial alr-cooled engine. Engine speed,
2230 rpm; spark advance, 25° B.T.C.; low blower ratio.




NACA MR No. ES5B23

NATIONAL ADV I SORY
COMMITTEE FOR AERONAUTICS
58
/
/
54
/
Z
4
Oh c //
50 ' ol
: /
o /
3
‘;
: £
2 460 7
2 é
" &%
3
: a
3 42 Oxf/ o
'a A /O@
' d
n
¢
SL 380 QA
5 yo!
b )
g
5 =4
° /
R 340
= // O Variable charge-air flow
/ A Variable cooling-air pressure drop
7 0O Variable fuele-air ratio
/
300
260
260 300 340 380 420 460 500

Average rear-spark-plug-boss temperature, °OF
(b) Flight.
Figure 8, - Concluded.



mERERT

NACA MR No. E5B23

500

S
(o]
o

NAT IONAL ADV i SORY

COMMITTEE. FOR AERONAUTICS

420

380

340

7/
/
4
% 7
ol

Maximum rear middle-barrel temperature, OF

%
3

2%

ﬁ/ O Variable charge-air flow
[0) A Variable cooling-air pressure 4drop
V.4
;53’0
ot
300 340 380 420 460 500

Average rear middle-barrel temperature, °F

(a) Test steand.

Figure 9. - Variation of maximm with average rear middle~barrel
temperature for double-row radial air-cooled engine. Engine speed,
2230 rpm; spark advance, 25° B.T.C.; low blower ratio.
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Figure 10. - Variation of maximum with average rear-spark-plug-gaskest
temperature for double-row radial air-cooled engine in flight.
Engine speed, 2230 rpm; spark advance, 25° B.T.C.; low blower ratio.
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Figure 1ll. - Comparison of average rear-spark-plug-boss temperature
with average rear-spark-plug-gasket temperature for double-row radial
air-cooled engine in flight. Engine speed, 2230 rpms; spark advanoce,
25° B.T.C.; low blower ratio.



NACA MR No. ES5B23

Average rear middle-barrel temperature, Op

NATIONAL ADVISORY
COMMITTEE FOR AERONAUTICS

460

>
0N
Q

380
A
//

340 |

0./

/l@

OF
300
5
04
260 @@#”
//
/

22055 260 300 340 330 420 160

Average temperature at cylinder rear hold-down flange, Op

Figure 12. - Comparison of average rear middle -barrel temperature
with average temperature at cylinder rear hold-down flange for
double-row radial air-cooled engine in test stand. Engine speed,
2230 rpm; spark advance, 25° B.T.C.; low blower ratio.
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Figure 13. - Comparison of predicted maximum head and barrel temperaturee for test stand
and flight engines. Data ocorrespond to temperature comparison in table II(a).
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